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Abstract: In this paper, we present a membrane peristaltic micro pump driven by a 

rotating motor with magnetically attracted steel balls for lab-on-a-chip applications. The 

fabrication process is based on standard soft lithography technology and bonding of a 

PDMS layer with a PMMA substrate. A linear flow rate range ~490 μL/min was obtained 

by simply varying the rotation speed of a DC motor, and a maximum back pressure of 592 

Pa was achieved at a rotation speed of 43 rpm. The flow rate of the pump can also be 

adjusted by using steel balls with different diameters or changing the number of balls. 

Nevertheless, the micro pump can also work in high speed mode. A high back pressure up 

to 10 kPa was achieved at 500 rpm using a high speed DC motor, and an utmost flow rate 

up to 5 mL/min was reached. 
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1. Introduction 

 

Micro pumps, an important actuating device in microfluidics, play a key role in lab-on-a-chip and 

μTAS. Over the past decades, various micro pump designs have been developed [1-3], mostly 

mechanical displacement pumps and dynamic pumps. Mechanical displacement pumps usually consist 
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of two valves and an actuation chamber and are driven by pneumatic [4], electromagnetic [5], 

piezoelectric [6], electrostatic actuation [7] and so on [8]. These pumps often have the problem of a 

large dead volume. Dynamic pumps can be classified as electroosmotic [9], centrifugal [10], 

electrohydrodynamic [11], ultrasonic [12], magnetohydrodynamic [13] pumps and so on. Dynamic 

pumps have the advantages of relatively simple design, no mechanical moving parts and a smaller 

dead volume, but many require a high voltage and/or a charged liquid. Peristaltic micro pumps have 

been demonstrated as another group of mechanical displacement pumps [14-22], which can be 

generally divided into two categories: discontinuous peristaltic pumps driven by controlled 

compression of several cooperative chambers [14-19], and continuous peristaltic pumps driven by 

compression of a single continuous channel [20-22]. Kim et al. reported a continuous peristaltic micro 

pump using magnetic fluids (MF) [20]. With this MF micropump it is hard to achieve high back 

pressures. Koch et al. presented another kind of continuous peristaltic micro pumps based on direct 

compression of a tube or a PDMS channel using rollers connected with a motor [21]. However, roller-

driven micro pumps need extra lubrication. 

Yobas et al. demonstrated a simple planar peristaltic pump fabricated with PDMS via soft 

lithography and driven by permanent magnets [22]. It achieved a flow rate of up to about 1,000 μL/min, 

with good overall performance in a low flow rate range. However, the relatively large chip size (as 

large as a CD) may limit its applications. 

Here we report another design of an improved PDMS peristaltic micro pump with magnetically 

attracted steel balls driven by permanent magnets. Our main goal is to minimize the chip size and still 

keep a wide flow rate range. The pump has a wide adjustable flow rate range using different motors. 

The planar features of the pump and its fabrication process using soft lithography make it suitable for 

integrating into lab-on-a-chip applications. 

 

2. Design and fabrication 

 

Our peristaltic micro pump consists of a pump chip and a driving setup. The pump chip is composed 

of a PDMS layer with a circular arc channel bonded on a PMMA substrate. On the top of the PDMS 

channel steel balls are set. Below the PMMA substrate with a gap, the permanent magnets are placed 

in proportional spacing, driven by a rotating motor. The number of magnets is the same as that of steel 

balls. Figure 1 shows a top view and a cross sectional view of the micro pump. The steel balls on the 

PDMS channel are attracted by the magnetic force and move following the magnets. The PDMS 

channel with a membrane is staved and peristaltically deformed by the circular movement of the balls, 

and the peristaltic deformation of the membrane pushes the fluid in the channel, moving it from the 

inlet to the outlet. By changing the direction of rotation of the DC motor, the fluid can also be pumped 

backwards in a bidirectional pumping mode. 

We fabricated a pump chip by standard soft lithography [23] as shown in Figure 2: a) a channel 

mold was fabricated using CNC milling, with  2 mm width, 300 μm depth, and 10 mm inner diameter, 

and then two vertical tips were put onto the mold to help forming the inlet/outlet holes later; b) a 

PDMS precursor (Silgard 184 elastomer, Dow Corning) was mixed with its curing agent at a ratio of 

10:1 by weight. After stirring and degassing under 10 Pa vacuum for about 15 min, the PDMS mixture 

was poured into the mold to form a channel layer; c) after that, the PDMS channel layer was cured at 
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75°C for 40 min and peeled off from the mold, then the vertical tips were pulled out of the PDMS 

channel structure, and the inlet/outlet holes were formed; d) q thin PDMS layer of about 20 μm 
thickness was spin-coated on a PMMA substrate and softly cured at 75°C for 5 minutes [24]; e) the 

PDMS channel layer was then bonded to the PMMA substrate with a thin PDMS layer and finally the 
bonded structure was cured at 75°C for 1h; f) silicone tubes with connected tips were fixed into the 

inlet and outlet; g) a DC motor (12 V, 50 rpm, Ailishi Electronics Technology Center, Beijing, P.R. 

China), permanent magnets (Nd2Fe14B, Shenzhen Huapeng Industrial Technology Co., Ltd, P.R. China) 

and steel balls were also assembled in the pump chip. Figure 3 shows pictures of a produced micro 

pump chip and the driving setup. 

 

Figure 1. Schematic of the peristaltic micro pump (a) top view; and (b) cross sectional 

view of the channel before and after placing the steel ball in the presence of magnetic field.  

 
(a) 

          
(b) 
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Figure 2. Flowchart of fabrication process, using the PDMS soft lithography technique. 

 
 

Figure 3. Pictures of a produced micro pump (a) view of a pump chip; and (b) a simple 

driving setup with a pump chip.  

 
(a) 

 
(b) 
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3. Results and Discussion 

 

Figure 4 shows the experimental setup for flow rate testing. For the pump itself, neodymium 

magnets (diameter 8 mm, height 4 mm) and steel balls with different diameters from 3 mm to 5 mm 

were used. The gap between the magnets and the 1.1 mm thick PMMA substrate was about 100 μm. 

Here the distance between balls and magnets were set to be as small as possible, since the magnetic 

force will decrease significantly with increasing distance. The whole PDMS structural layer was 450 

μm thick. The width, depth and outer diameter of the circular channel were 2 mm, 300 μm and 14 mm, 

respectively, with inlet/outlet spacing 2 mm. 

 

Figure 4. Schematic of the setup for flow rate testing. 

 
 

For the experimental setup, we used a horizontal scaled silicone tube connected to the outlet and a 

CCD camera to measure the flow rate. The water level of the inlet container and the outlet tube were 

kept in a same horizontal level to guarantee zero back pressure. The rotation speed of the DC motor 

could be adjusted from 0 to 43 rpm by adjusting the supplied voltage from 0 to about 12 V. By 

changing the rotation speed of the DC motor, the flow rate could be easily adjusted, ranging to about 

490 μL/min. Figures 5(a) and (b) indicate flow rates with different ball diameters, and different ball 

numbers, respectively. In Figure 5 the error bars show the dispersion of 3~5 measurements, and the 

lines are obtained by fitting data linearly. It was shown that flow rates increased with higher rotation 

speed, larger balls and number of balls. It was observed that the pump did not pump out water until 

reaching a certain rotation speed, since the pump force at a lower rotation speed could not provide 

enough pressure to conquer the surface tension of the hydrophobic outlet tube. Through primary 

experiments, we observed that the flow rates decreased at a given rotation speed with increasing 

backpressure, but the relation between the flow rate and the rotation speed still showed good linearity. 

We measured the back pressure of the pump using a vertical tube. The value of the back pressure 

was determined by the difference in height of the water columns between the inlet and outlet. As 

shown in Figure 6, the back pressure increased considerably with higher rotation speed and number of 

balls, and a back pressure up to 592 Pa was achieved at 43 rpm with three balls of 5 mm diameter. As 

expected, the back pressure also followed an approximate linear relationship with the rotation speed. 

Steel balls with diameter larger than 5 mm or numbering more than three are not recommended in our 
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setup, because magnets could not control well the steel balls which would interfere with each other and 

cause pump failure. 

 

Figure 5. Relationships between flow rate and rotation speed with different (a) ball bearing 

size; and (b) number of balls at zero back pressure. 
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(a)■:3 balls, 3 mm diameter; ◆: 3 balls, 4 mm diameter; ▲:3 balls, 5 mm diameter. 
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 (b) ■:1 ball, 4 mm diameter; ◆: 2 balls, 4 mm diameter; ▲:3 balls, 4 mm diameter. 
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Figure 6. Back pressure vs rotation speed with different ball bearing size. 
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■:1 ball, 4 mm diameter; ◆: 2 balls, 4 mm diameter; ▲:3 balls, 4 mm diameter. 

 

Figure 7. Back pressure vs rotation speed in high speed mode.  
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■:3 balls, 3 mm diameter; ◆: 3 balls, 4 mm diameter. 
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In order to demonstrate the possibility of using the pump in high speed mode, we used another DC 

motor (12 V, 600 rpm, Ailishi Electronics Technology Center, Beijing, P.R. China) with higher speed 

to replace the primary motor. To our satisfaction, a much higher flow rate up to about 5 mL/min was 

obtained, and a back pressure was gained up to 10 kPa at around 500 rpm, ten times larger than that 

using the low speed motor. The relationship of the back pressure and the rotation speed was more 

linear, compared to low speed mode, as shown in Figure 7. When the rotation speed was higher than 

550 rpm, the 4 mm diameter balls could no longer follow the magnets and would fly out. Despite this, 

the pump could work better and more stably at high speed mode than in low speed mode.  

The power consumption of the pump was about 10-180 mW, varying with the operating voltage (1-

12 V) with the low speed motor and 50-240 mW with the high speed motor. The pump worked for a 

total of about 40 hours with no significant performance change being observed. It can be said that the 

PDMS micro pump can work under stable conditions for much longer lifetime.  

To test the smoothness of the pumping flow rate, we measured the dynamic properties of the pump 

over a single cycle of operation. Flow rates were inferred by tracking the velocity of the colored water 

head at the outlet tube using a CCD camera with zero back pressure. Figure 8 shows the flow rate 

during a pumping cycle measured with three 4 mm diameter balls, rotation speed of 40 rpm, and 

pumping period of 0.5 s (1/3 rotating cycle). Negative flow rates were observed at the end of a period, 

which indicated back flows. The drop in the flow rates was caused by the periodic jumping of the balls 

when they moved across the ends of the channel arc. 

Figure 8. Flow rate during a pumping cycle. The X-axis represents the normalized time of 

a pumping cycle (time divided by the pumping period), at 40 rpm, 0.5 s pumping period. 

The data is based on the average of three measurements. The red dashed line represents the 

average flow rate with the same condition as shown in Figure 5. 
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4. Conclusions 

 

Our work demonstrates a simple peristaltic micro pump driven by a rotating motor with 

magnetically attracted steel balls. The pump produces an adjustable flow rate with relatively smooth 

pumping. In low speed mode, the flow rate ranged up to 490 μL/min and the back pressure was up to 

592 Pa, while in high speed mode, the flow rate can increase to about 5 mL/min and the back pressure 

achieves values as high as 10 kPa. The two-mode working condition can be better adapted to practical 

use. Future work will focus on further improving the performance of the pump, especially in a lower 

flow rate range, reducing the pulsant of the micro pump, and integrating it into a microfluidic chip or 

lab-on-a-chip. 

 

Acknowledgements 

 

The authors would like to thank the Major State Basic Research Development Program 

(2007CB310504) and NSF (No.50730009) for supporting the research work. This work is also 

supported by State Key Laboratory of Precision Measurement Technology and Instruments, Tsinghua 

University. 

 

References 

 

1. Laser, D.J.; Santiago, J.G. A review of micropumps. J. Micromechanic. Microengneer. 2004, 14, 

35-64. 

2. Nguyen, N.T.; Huang, X.Y.; Chuan, T.K. MEMS-Micropumps: A Review. J. Fluids Eng. 2002, 

124, 384-392. 

3. Woias, P. Micropumps — past, progress and future prospects. Sens. Actuat. B 2005, 105, 28-38. 

4. Wang, C.H.; Lee, G.B. Pneumatically driven peristaltic micropumps utilizing serpentine-shape 

channels. J. Micromechanic. Microengneer. 2006, 16, 341-348. 

5. Yin, H.L.; Huang, Y.C.; Fang, W.; Hsieh, J. A novel electromagnetic elastomer membrane 

actuator with a semi-embedded coil. Sens. Actuat. A 2007, 139, 194-202. 

6. Kim, J.H.; Kang, C.J.; Kim, Y.S. A disposable polydimethylsiloxane-based diffuser micropump 

actuated by piezoelectric-disc. Microelectron. Eng. 2004, 71, 119-124. 

7. Mir, M.T.; Ebrahim, A.S. Design and simulation of a novel electrostatic peristaltic 

micromachined pump for drug delivery applications. Sens. Actuat. A 2005, 117, 222-229. 

8. Tsai, J.H.; Lin, L.W. A Thermal-Bubble-Actuated Micronozzle-Diffuser Pump.  

J. Microelectromech. S. 2002, 11 (6), 665-671. 

9. Prakash, P.; Grissom M.D.; Rahn, C.D.; Zydney, A.L. Development of an electroosmotic pump 

for high performance actuation. J. Membr. Sci. 2006, 286, 153-160. 

10. Haeberle, S.; Schmitt, N.; Zengerle, R.; Ducree, J. Centrifugo-magnetic pump for gas-to-liquid 

sampling. Sens. Actuat. A 2007, 135, 28-33. 

11. Singhal, V.; Garimella, S.V. Induction electrohydrodynamics micropump for high heat flux 

cooling. Sens. Actuat. A 2007, 134, 650-659. 



Sensors 2009, 9                            

 

 

2620

12. Nguyen, N.T.; White, R.M. Design and optimization of an ultrasonic flexural plate wave 

micropump using numerical simulation. Sens. Actuat. 1999, 77, 229-236. 

13. Homsy, A.; Linder V.; Lucklum F.; Rooij, N.F. Magnetohydrodynamic pumping in nuclear 

magnetic resonance environments. Sens. Actuat. B 2007, 123, 636-646. 

14. Pan, T.; McDonald, S.J.; Kai, E.M.; Ziaie, B. A magnetically driven PDMS micropump with ball 

check-valves. J.  Micromech. Microeng. 2005, 15, 1021-1026. 

15. Pan, T.; Kai, E.; Stay, M.; Barocas, V.; Ziaie, B. A magnetically driven PDMS  peristaltic 

micropump. IEEE EMBS International Conference 2004, San Francisco, CA, 2004, 2639-2642. 

16. Doll, M.; Heinrichs, F.; Goldschmidtboeinga, H.J.; Schrag, U.T.; Hopt, P.W. A high performance 

bidirectional micropump for a novel artificial sphincter system. Sens. Actuat. A 2006, 130-131, 

445-453. 

17. Jeong, O.C.; Park, S.W.; Yang, S.S.; Pak, J.J. Fabrication of a peristaltic PDMS micropump. Sens. 

Actuat. A 2005, 123-124, 453-458. 

18. Lee, D.S.; Ko, J.S.; Kim, Y.T. Bidirectional pumping properties of a peristaltic piezoelectric 

micropump with simple design and chemical resistance. Thin Solid Films 2004, 468, 285-290. 

19. Yamahata, C.; Lacharme, F.; Gijs, M.A.M. Glass valveless micropump using electromagnetic 

actuation. Microelectron. Eng. 2005, 78, 132-137. 

20. Kim, E.G.; Oh, J.; Choi, B. A study on the development of a continuous peristaltic micropump 

using magnetic fluids. Sens. Actuat. A 2006, 128, 43-51. 

21. Koch, C.; Remcho, V.; Ingle, J. PDMS and tubing-based peristaltic micropumps with direct 

actuation. Sens. Actuat. B 2009, 135, 664-670. 

22. Yobas, L.; Tang, K.C.; Yong, S.E.; Ong, E.K.Z. A disposable planar peristaltic pump for lab-on-

a-chip. Lab Chip. 2008, 8, 660-662. 

23. Plecis, A.; Chen, Y. Fabrication of microfluidic devices based on glass–PDMS–glass technology. 

Microelectron. Eng. 2007, 84, 1265-1269. 

24. Jeong, O.C.; Konishi, S. Fabrication and drive test of pneumatic PDMS micro pump. Sens. Actuat. 

A 2007, 135, 849-856. 

 

© 2009 by the authors; licensee Molecular Diversity Preservation International, Basel, Switzerland. 

This article is an open-access article distributed under the terms and conditions of the Creative 

Commons Attribution license (http://creativecommons.org/licenses/by/3.0/). 


